N 32

AUTOMATIC NUCLEIC ACID EXTRACTION SYSTEM

EFFICIENT SIMPLE SAFE STABLE

The DNA/RNA extraction and purification of 1-32 samples can be completed in 12 minutes
Portable drawer injection, convenient and safe

UV sterilization and multiple fans for convection exhaust to effectively prevent aerosol pollution

Large guide rail design, small gap, stable structure, quiet operation of the instrument, no vibration of the whole

machine.
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N 32

AUTOMATIC NUCLEIC ACID EXTRACTION SYSTEM

TYPE

Throughput

Consumables

Reaction volume

Difference between
purified holes

Mag-bind recovery rate

Anti-pollution design

Purification sensitivity

Lysis/elution temperature

N 32 MATCHING REAGENTS INFORMATION

1~32

96 deep well plate +Magnetic
Rod Sleeve

50uL~1000pL

CVR5%

>95%

Multiple fan convection design,
effectively prevent aerosol pollution

The positive detection rate of 100

copies of samples—> 95%

Normal~120°C

TYPE

Internal program

Instrument expansion
interface

Lighting system

Disinfection

Exhaust

Maximum input power

WxDxH

Weight (kg)

NAME MAG-BIND RNA EXTRACTION KIT

Packing Specification

Sale Specification

Instrument

Sample Volume

Certification

Extraction Time

Storage conditions and
expiry date

24/48/96 Tests/ Kit (Manual)

16/32/64 Tests/ Kit (N 32)

96 Tests/ Kit

Maccura N 32

200 L

FDA & NMPA & CE

12-13 Minutes

Keep tightly closed at 2-35 C (normal
temperature] , valid for 12 months

NOTICE: This brochure is for reference purpose only and subject to change without notice.
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N 32

100 programs can be stored

Standard USB, Ethernet port
and WI-FI

Yes

UV disinfection

450VA

400mmx470mmx450mm

32kg

WEBSITE



