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BIOBASE®

Horizontal Cylindrical Pressure Autoclave

Features:
* Brand New Operation Interface

The LCD touch screen can display temperature, time, operating status, and fault alarm in real time, making the
sterilization information more intuitive and clear, and it is convenient for users to observe the operating status of the
equipment.

#* Drying Function
With auxiliary drying function, it is used to dry sterilized items,

* Protection Device
Equipped with over-temperature and aver-pressure automatic protection devices.

# Steam Generator
The equipment has a built-in high-speed steam generator, which saves time and effort without external steam source.
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# Automatic Operation of The Program
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The equipment is externally connected to the water source, and there is no need for manual water replenishment. After

the customer selects the program, the equipment can complete the entire process from water injection to drying without

human intervention. After the program is completed, the sound prompts that the sterilization is complete.

#* Programs: Wrapped, Unwrapped, Dressing, Rubber, Drying, DIY solid

Technical Parameters:

150L 200L 300L | 400L

Volume
Design Pressure 0.28MFPa '
I Rated Operating Temperature 121°C/134°C i
Rated working pressure 0.12MPa/0.23MPa
Chamber Material 530408
Three-phase 380V 50/60Hz; Three-phase 220V 50/60Hz;
Power Supply Single-phase 220V 50/60Hz (Note: Be careful when ordering this voltage,
| the current is close to 75A)
Rated Power 16kW
Ambient Temperature 5-40°C
Sterilization Time Adjustable Range 0-99min
_Adjusiahlsi)ryifg ‘Tme RaEe_ - D;QQ!TIIE - - - - -
Adjustable Drying Temperature Range | 115°C-134°C
Chamber Size (¢ * L) mm ©500°820 ®500°1050 @E50*935 | D650 1235

Packing Size (L*D*H) mm

1500*820"1910 | 1730*820°1810 1750*950°2030 | 2000*950°2030

Gross Weight (kg)

320 355 475 | 535
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BIOBASE®

Lab Automatic Glassware Washer
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Introduction:

Washing disinfector provides standard and automatic cleaning and disinfection for most of medical equipments,
50 as to eliminate the possibility of infection in cleaning and disinfecting.

Features:

* 7.1 inch color LCD touch screen, easy to operate.

* Provides 12 custom changeable program groups, cleaning programs can be combined at will,

# With automatic fault diagnosis program.

# Three-level password permission management for easy supervision.

# The exterior is made of 304 brushed stainless steel, resistant o corrosion.

# Standard HEPA filter with filtration efficiency =99.99%.

Technical Parameters:

Capacity(L) | 5T -

Noise 45 145 45 45
Internal material: Internal material: Intemnal material: Internal material:
Material |S8316,0uter |SS316, Outer $S316, Outer SS216, Outer
| material: $5304 | material: 55304 material: 55304 material: 55304
Control System PLC |PLC PLC PLC
Display | 7.1 Inch Touch |7.1 Inch Touch 7.1 Inch Touch 7.1 Inch Touch
|Screen | Screen Screen Screen
Cleaning Tank Volume(L) 116 1195 1295 {360
Cleaning Tank Size(mm) | 560530633 |552*565*807 690°670%966 660°632*1260
Clearnlng Temparatura '5—4D“C |5-40°C 5-40°C 5-40°C
Circulating Pump Flow(L/MIN) 1430 1430 950 950
Circulating Pump Power(KW) | 0.75 0.75 15 15
'Water Heating Power(KW) 2 4 6 6
Drying Fan Power(KW) 0.75 1.1 1.1 11
Dry Heating Power(KW) 24 24 136 136
Peristaltic Pump Dose(ML/MIN) | 360 0 sk - Ee0
Optional Accessories |USB Port, Printer  USB Port, Printer  USB Port, Printer  USB Port, Printer
Consumption(KW) |4 5 75 75
| 220V/50HZ; 220V//50HZ; 380V/50HZ; 380V/50HZ;
Power Supply 110V,50/60Hz 1 10V,50/60Hz 220V 50Hz 220V,50Hz
_[Ext&mal h'anstcrmer} (External transformer) | (External transformer) (External transformer)
External Size(W'D*H)mm | 907*785°740 909'715'098 |701°84571656 |701*845°1785
Fad(aga Slza[!.'hf'D'H]mm '850*1 000*1200 |860*1000*1250 _ 920*1060*1900 108{‘.' 880°1900
Gross Weight(kg) [180 1200 280 320
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