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BIOBASE®

Biochemistry Incubator

BIOBASE —

LCD touch screen

Tesl port
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Built-in printer

Double door

Safety Functions:

# Temperature protection threshold value can be set.
* Auto-off protection and alarm for abnormal situation.
* Parameters can be saved automatically when power off or system error.

Features:

# LCD touch screen.

# Double door design.

# Polished stainless steel chamber.

* Round angle structure, easy to clean.

# Universal castors for easy movement.

* CFC-free environmental friendly refrigerant.

# Auto defrost and manual defrost both available

# Microprocessor PID temperature control: accurate and reliable.
#* BOD socket integrated inside for additional small equipment.

Technical Parameters:

BIOBASE CHINA

| Capacity 100L 150L 200L 250L
Temp. Range 0-60°C
Temp. Fluctuation #1°C
Temp. Uniformity *2°Cat37°C
Shelves (standard) 2
Time Range 0~999h59min
Refrigerant R134a (CFC free, eco-friendly)
Warking Type Continuous
Standard Accessory | BOD socket, built-in printer, 2 test ports, lock
Optional accessories | USB port
Consumption 1200W 1400W 1500W
Power Supply AC220V+10%, 50/60Hz(Standard); AC110+10%, 60Hz(Optional)
Internal Size(mm) 500*3507580 5507401690 600°450°750 660"450*850
External Size{mm) 644°6471170 880"692*1270 T42*743%1340 8027743*1440
Packing Size(mm) 769 77271327 81581771327 865°BE67*1497 8659271597
Gross Weight(kg) 105 120 130 145
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BIOBASE"

Oven

Vacuum Drying Oven

¥ ¥
BOV-30V/BOV-215V
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BOV-30V/BOV-50V

v

¥

BOV-80VL/BOV-215VL

Features:

# PID microprocessor temperature control with LED display.

* Polished stainless steel inner chamber.

BIOBASE CHINA

# Vacuum degree is automatically controlled (for BOV-80V/BOV-215V/IBOV-20VL/BOV-215VL)

# Silicon rubber seal ring ensures the high vacuum degree in the chamber.

# Tempered double-layer glass door ensures the operation safety.

* The vacuum is controlied by microprocessor controller with digital display.(for BOV-90VL/BOV-215VL)

* The working program has no circulation, no program control.(for BOV-90VL/BOV-215VL)
# The vacuum pump is standard accessory(for BOV-90V/BOV-215V/ BOV-90VL/BOV-215VL)

# |nert gas can be filled in the chamber. (Inert gas pressure is not higher than 0.1Mpa when filling in)
{for BOV-90VL/BOV-215VL)

Technical Parameters:

Capacity 23L S3L 91L 213L 91L 213L
Temp. Range RT+10~200°C |RT+10~-250°C| RT+10~200°C
Temp. Fluctuation +1°C
Vacuum Degree <133Pa
Automatically; Automatically; Microprocessor

Vacuum Control

Manual control

Include ocne vacuum meter

controller with digital display

Shelves No. 1 pe 2 pcs 2 pcs 3 pes 2 pcs 3 pcs
Consumption 500W 1400W 1600W 2200W 1600W 2200W

Power Supply AC220V£10%, 50/60Hz(Standard); AC110£10%, 60Hz(Optional)

Internal Size(W*D*H) mm 296°300°270 |416*370"346 | 450°450*450 | 556°600*640 | 450°450°450 | 556*600*640
External Size(W*D*H) mm 590*492*468 |710*562*544 | 611*641*1398| 721*794*1638 | 611*641*1398 | 721*794*1638
Package Size(W*D*H) mm 740°620*630 |820*700"680 | 790*750*1570| 900°850*1930  790*750*1570 | 800*850*1930
Gross Weight(kg) 50 106 155 195 185 195
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